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	List of Bulletins for M337C engine
	1

	No.
	Identical with:
	Valid from:
	Concerns to:
	Service
	Information

	M337C/1b
	M332/87b
M332A/20b
M332AK/19b
M332B/4b
M132A/16b
M132AK/16b
M137A/29b
M137AZ/22b
M337/98b
M337A/24b
M337AK/19b
M337AK.1/17b
M337B/4b
	 7.11.2001

Valid from 1.1.2002
	Possible use of BA91N, BA95N, BA98N vehicle gasolinesin accordance with CSN EN 228 in operation of  M132, M332, M137 a M337 all version engines.
	
	M

	M337C/2a
	M332/76a/R1

M332A/10a/R1

 M332AK/9a/R1

M337/86a/R1

M337A/12a/R1

M337AK/9a/R1

M132A/7a/R1

M132AK/7a/R1

M137A/18a/R1

M137AZ/13a/R1

M332B/5a

M332C/1a

M337B/5a

M132C/1a

M137C/1a
	3.12.2003
	Upgraded list of documentation for inspections, repairings, maitennance and O/H. 
	M
	


	List of Bulletins for M337C engine
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	No.
	Identical with:
	Valid from:
	Concerns to:
	Service
	Information

	M337C/3b
	M332/87b
M332A/20b
M332AK/19b
M332B/4b

M332C/2b
M132A/16b
M132AK/16b
M137A/29b
M137AZ/22b
M337/98b
M337A/24b
M337AK/19b
M337AK.1/17b
M337B/4b
	29.3.2005


	Possible use of  minerál oil Exxon Mobil Aviation Oil EE100 for continuous flight operation of the M337, M332, M137, M132 engines in all versions 
	
	M
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