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	List of Bulletins for M462RF engine
	1

	No.
	Identical with:
	Valid from:
	Concerns to:
	Service
	Information

	M462RF/1
	-
	22.11.1966
	In M462RF flight operation is occuring fuel infiltration between supercharger case and diffuser.
	M
	

	M462RF/2
	-
	15.2.1967
	Technical description and operation manual of M462RF engine.
	M
	

	M462Rf/3
	-
	
	Cancelled
	
	

	M462RF/4
	-
	31.5.1967
	M462RF engine time to overhaul prolongation up to 500 hours.
	M
	

	M462RF/5
	-
	31.5.1967
	Oil pumps MN-14A in M462RF engines.
	M
	

	M462RF/6
	-
	22.1.1968
	Reducer nut tightening control in M462RF engines.
	M
	

	M462RF/7
	-
	18.4.1968
	Periodic inspections of M462RF engine oil cleaner LUN 7611. Completation of broschure: „Technical description and operation manual of M462RF engine.
	M
	

	M462Rf/8
	-
	7.2.1968
	Broschure „Technical description and operation manual of M462RF engine.
	
	M

	M462RF/9
	-
	
	Cancelled
	
	

	M462RF/10
	-
	3.1.1969
	Technical description and operation manual of M462RF engine (Appendix 1).
	
	M

	M462RF/11
	-
	28.8.1969
	Uniform sealing use by oil collector montage by M462RF engine.
	
	M

	M462/RF12
	-
	8.10.1969
	M462RF engine – Spare parts catalogue. 1 st issue – 1968.
	
	M

	M462RF/13
	-
	3.11.1969
	Oil cleaner LUN 7611 prod. No. 1 to 249 and cleaners 

LUN 7611A prod. No. N-001 to N-150 in aircraft engines M462RF.
	M
	

	M462RF/14
	-
	
	Not issued.
	
	

	M462RF/15
	-
	18.1.1971
	Timing change of engine M462RF acceleration.
	M
	

	M462RF/16
	-
	10.6.1971
	Engine M462RF spare parts catalogue change.
	
	M

	M462RF/17
	-
	12.1.1972
	Change in „Spare parts for M462RF engine catalogue“ – german version.
	
	M

	M462RF/18
	-
	
	Cancelled
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	No.
	Identical with:
	Valid from:
	Concerns to:
	Service
	Information

	M462RF/19
	-
	16.11.1972
	Introduction of new correct planet teeth reductor of M462RF engine.
	
	M

	M462RF/20
	-
	27.10.1972
	Disassembly and assembly of oil pump MN-14B in M462RF engine.
	
	M

	M462RF/21
	-
	28.5.1973
	Inspection and clean out of deaeration openings in aneroid space plug of carburetter altitude corrector AK-14RF in period of engine M462RF 100-110 operation hours.
	M
	

	M462RF/22
	-
	12.12.1974
	Tecnical description and operation manual of M462RF engines – 2nd issue from 1967 year and issue from 1973.
	
	M

	M462RF/23
	-
	14.12.1973
	Possibilities of Avgas 100 L fuel use in engine M462RF operation.
	
	M

	M462RF/24
	-
	30.10.1974
	Oil pump MN-14B (para prod. No. 14-711-112) and realised changes of its details and following vertical driving shaft prod. No. 14-711-60.
	
	M

	M462RF/25
	-
	2.2.1976
	Construction changes by oil distributor in engine M462RF reductor.
	
	M

	M462RF/26
	-
	
	Cancelled
	
	

	M462RF/27
	-
	15.2.1977
	Oil pump model MN-14B, executed changes in grooving of its driving shaft and following vertical driving shaft located in rear driving case.
	
	M

	M462RF/28
	-
	
	Cancelled
	
	

	M462RF/29
	-
	22.8.1977
	Carburetter AK-14RF, in which was introduced acceleration pump change.
	M
	

	M462RF/30b
	-
	17.3.1978
	Priming nozzle prod. No. 462Rf/0410 and its replacement with Yc 070 nozzle.
	
	M

	M462RF/31b
	-
	20.8.1979
	Possibility of engine M462RF resurs prolongation up to 750 hours by oil AERO SHELL W 100 using and fixing time for oil change after 400 operating hours.
	
	M

	M462RF/32b
	-
	24.9.1980
	Possibility of engine M462RF resurs prolongation up to 750 hours by using oils complying specification D.Eng.R.D. 2450, Grade D 80 (AERO SHELL OIL W 100) it is for example ELF AD 100 spec. „Aviation engine oil AD 100“, type AIR 3570, Grade D 80 or Mobil oil or Grade D 80. Time for oil change is fixed on 400 operating hours.
	
	M
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	Identical with:
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	Concerns to:
	Service
	Information

	M462RF/33b
	-
	
	Cancelled
	
	

	M462RF/34b
	-
	
	Cancelled
	
	

	M462RF/35b
	
	5.8.1982
	Possibilities of operating time prolongation by M462RF engine up to 650 hours by using lubrication oil MS-20.
	
	M

	M462RF/36a
	-
	15.8.1982
	Replacement of safety pin prod. No. 14-08-24 or its alternative prod. No. 14-608-142 in M462RF engines by new pins prod. No. 14-608-142.
	M
	

	M462RF/37a
	-
	20.8.1982
	Operating reliability increasing by M462RF engines connecting rod machanism by technical regulation strict keeping and clear up of the flange oil warming.
	M
	

	M462RF/38b
	-
	
	Cancelled
	
	

	M462Rf/39b
	-
	28.10.1983
	Shielded plugs PAL L 23.92A using in M462RF aircraft engines.
	
	M

	M462RF/40b
	-
	
	Cancelled
	
	

	M462RF/41a
	-
	18.7.1985
	Driving teeth inspection by M462RF apparates, which are operated more than 600 hours from last O/H.
	M
	

	M462RF/42a
	-
	18.11.1985
	Driving teeth inspection by M462RF executed by engine operating time prolongation.
	M
	

	M462RF/43a
	-
	
	Cancelled
	
	

	M462RF/44a
	-
	8.7.1988
	M462RF engines total life limit prolongation up to 4000 hours.
	M
	

	M462Rf/45
	-
	
	Not issued.
	
	

	M462RF/46b
	-
	30.11.1994
	Dispersion oil TOTAL AERO D 100 using possibilities in M462RF engines.
	
	M

	M462RF/47b
	-
	12.2.1996
	Mineral oils Aero Shell Oil 100, Elf Aviation 100, Total Aero 100 and Mobila Aero Red Band (in respect to us 

MIL-L6082E Grade 1100 specification) instead of mineral oil MS-20 in 462RF engines.
	
	M

	M462RF/48a/R1
	-
	21.1.2008
	Inspection of low bush screw connection in driving box by all M462RF engines, which are operated more than 200 hours.
Note: This bulletin doesn’t apply to M462RF engine overhauled, repaired or represervated by LOM PRAHA s.p. after date June 16, 1997. The inspection threaded coupling was carry out by LOM PRAHA s.p. (Revision R1)
	M
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	M462RF/49b
	-
	25. 9. 1997
	Concerns all M462RF engines, which were sent after repair or represervation back to the customer after 16th June, 1997.
	-
	M

	M462RF/50b
	-
	24. 9. 2003
	Possible use of BA91N, BA95N, BA98N vehicle gasolinesin accordance with CSN EN 228 in operation of  M462RF engines.
	-
	M

	M462RF/51a
	-
	28. 5. 2009
	Change of the lifetime of  M462RF aircraft engines from 4000 flight hours to unlimited lifetime. Only the total lifetime of the main connecting rod remains limited to 3500+50 hours. 
	M
	-
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